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File	Information

Audi_R8_RMM_AR8_.pdf
has	been	optimized

Document	Properties
Document	Name Audi_R8_RMM_AR8_.pdf
Input	Document	Format PDF
PDF	Version 1.6
Number	of	Pages 1
Transparency No

Processing
Action Optimize	Always
Queue	Name SaveInk_Test
Output	Document	Format PDF
Number	of	Pages	Processed 1	/	1
Multipage	Document	Parallel	Processing	 No
Rasterization No
Application	Version 8.5.0	(10133)

Standardized/Optimized	File	PDF/X	Information
Output	Color	Space CMYK	(+Spot)
Destination	Output	Profile ISOcoated_v2_eci.icc
Output	Channels Cyan	Magenta	Yellow	Black
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Original	File	Color	Info

Areas	with	TAC	exceed	are	highlighted	with	green	pixels.

Maximum	TAC	(filtered):	311	%
Spot	:	NO RGB	:	NO
Gray:	NO
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Ink	Saving	Statistic

Ink	Saving	Informations
Document	Name:	 Audi_R8_RMM_AR8_
Queue	Name:	 SaveInk_Test
Pages:	 1
TotArea(dm2):	 6.23
Gain	(%):	 13.97

Default	PrintRun	(nbr):	 20000
Saving	(£/$/€):	 1.93

Ink	Saving orig(%) opt(%) ∆(%) orig(gr) opt(gr) ∆(gr) ∆(£/$/€)
Cyan 39.76 32.30 -7.45 743.62 604.18 -139.44 -0.77
Magenta 32.99 25.95 -7.04 617.02 485.36 -131.66 -0.72
Yellow 24.68 17.48 -7.21 461.70 326.88 -134.82 -0.74
Black 50.27 54.37 4.10 940.37 1017.03 76.66 0.31
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Task	Settings

Action
Optimize	Always

Color	Management	Policy
Use	Embedded	CMYK	Profile(s) No
Use	Embedded	RGB	Profile(s) No
Use	Embedded	Lab	Profile(s) No
Use	Embedded	Gray	Profile(s) No
Use	Embedded	CMYK	Rendering	Intent No
Use	Embedded	RGB	Rendering	Intent No
Use	Embedded	Lab	Rendering	Intent No
Use	Embedded	Gray	Rendering	Intent No
Use	Embedded	CMYK	Black	Point	Compensation No
Use	Embedded	RGB	Black	Point	Compensation No
Use	Embedded	Lab	Black	Point	Compensation No
Use	Embedded	Gray	Black	Point	Compensation No
Process	Gray	as	K	Only Yes
Default	Input	CMYK	Profile ISOcoated_v2_eci.icc
Prefer	HiFi	CMYK No
Default	Input	RGB	Profile sRGB_IEC61966-2-1_withBPC.icc
Default	Input	Lab	Profile Generic	Lab	Profile.icc
Default	Input	Gray	Profile Generic	Gray	Profile.icc
Default	Input	HiFi	Profile Automatic
Rendering	Intent	for	CMYK	Separation Relative	Colorimetric	with	Black	Point	Compensation
Rendering	Intent	for	RGB	Separation Relative	Colorimetric	with	Black	Point	Compensation
Rendering	Intent	for	Lab	Separation Relative	Colorimetric	with	Black	Point	Compensation
Rendering	Intent	for	Gray	Separation Relative	Colorimetric	with	Black	Point	Compensation
Rendering	Intent	for	HiFi	Separation Relative	Colorimetric	with	Black	Point	Compensation
Grid	Resolution 11
Convert	Spot	Colors No
Special	Color	Used No
File	Naming	Convention No
Output	Profile ISOcoated_v2_eci.icc
Embed	Output	Profile Yes
Output	Format PDF
Image	Enhancement No
Dot	Reproduction	Limit No
TRC	Adjustment No
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Task	Settings

Color	Management	Policy
Separation	Type Dynamic	Maximum	Black
Black	Start	at 5%
Black	Maximum 100%
TAC 300%
K	out	greater	or	equal	to	K	in No
Vector/Linework	Management Color	Manage	Like	Bitmap
PDF/X	output	intent	filtering No
Comparator	Sensitivity 4
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Task	Settings

Purities
Chromatic	Inks	(C,	M,	Y...):	Yes K	Ink:	Yes
Secondary	Overprints	(CM,	MY,	...):	Yes K	+	Chromatic	Inks	(CK,	MK,	YK,	...):	Yes
100%	solid	primaries:	Yes 200%	solid	secondaries	Overprints:	Yes
200%	K	+	Chromatic	Ink:	Yes K	+	Secondary	Overprints	(CMK,	MYK,	CYK,	...):	No
300%	K	+	Secondary	Overprints:	No 300%	3-Chromatic	Inks	without	K	:	No
Clean	Gray	Axis:	No
CMY	Color	under	100%	Black:	No All	Inks	at	100%:	No
Preserve	Overprints	Sensitive:	Yes

Dynamic	TAC
TAC	Measurement	Method Surface	/	Pixel	Based	-	Basic
Filter	Image	Noise	up	to 0.2%
Tolerate	excess	TAC	up	to 0.0	cm2
Keep	Nominal	TAC	up	to 25.0	cm2
Decrease	output	TAC	for	larger	areas	with	force Nil

Delta	E
Delta	E	Formula 94
Target	Error 0.5
Out	of	Gamut	Colors	Mapping +3

Rasterization	Triggers
Always	Rasterize No
All	Transparencies No
Complex	Transparencies No
Overprints	Sensitive No
Overprinted	Spots No
Local	Rasterization Yes
Resolution 900	dpi	with	Anti-Aliasing
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